


MX Desk Mount and
Wall Mount LCD Arms

Portrait/landscape rotation includes position lock

Desk mounting options: desk clamp attachesto surface edge Itis recommended that the
) MX Wall Mount LCD Arm be installed
2.6 (66 mm)thick; grommet mount attaches through surface no higher than 60 (152cm)
holes .31-2 (8-51mm)wide and up to 3 (80 mm)thick above the oor

Extends/retractsLCD up to 17 (42 cm);5 (13cm) of lift

Cable managementfeature conceals and routes cables under
the arm, out of the way

Pans at base 180°;rotates at extension 360°; pans at monitor 180°

Rotate screen for portrait viewing —eliminate scrolling

MOUNT TO YOUR DESK WITH EITHER A GROMMET MOUNT
OR A DESK CLAMP

MX Desk Mount LCD Arm MX Wall Mount LCD Arm
Part # : ; ) )
(color) 45-214-026 (polished aluminum) 45-228-026 (polished aluminum)
Includes MX Desk Mount Arm, desk clamp MX Wall Mount Arm, vertical mount base,
and grommet mount VESA adaptor brackets
Typical LCD Size 30 42

LCD SIZEIS APPROXIMATION. DIMENSIONIS DIAGONAL MEASUREMENTOF SCREEN
DUAL MONITOR & HANDLE KIT LCD SIZEMAY BE EXCEEDEDAS LONG AS SCREENWEIGHTDOESNOT EXCEEDMAXIMUM WEIGHTCAPACITY OF THE MOUNT.
(BLACK) 97-718-009 ) - .
14-30 Ibs (6,3-13,6 Ig) Monitor depth greater than 4 (10,2 cm) may diminish capacity

Weight Capacity Contact Ergotron for more information

Lift 5 (13 cm)
Tilt 80°/ +75°/-5°
Pan 360°
90°
Rotation Portrait mode incompatible with 90°
MONITOR & HANDLE KIT 30 displays
(BLACK) 97.760-009 VESA Most VESA-compliant monitors and HDTV displays (see website)
Shipping Weight 9 Ibs (4,2 kg) 1025 Ibs (4,65 kg)
Shipbing Dimensions 256L x 7.3W x 6.3H 29.25L x 105W x 6.5H
pping (65 x 18,5 x 16 cm) (74,5 x 26,5 x 16 cm)
Warranty 10 years
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