
ClickShare USB-C Extension
over CAT kit

b Erweitert die USB 2.0-
und DisplayPort-™-
Verbindung auf bis zu 40
m mit einem Standard-
CAT-5e-Kabel (oder
höher)

b Ermöglicht die Freigabe
von 4K-Inhalten

b  Verbindet ClickShare
Hub-Base Unit mit
Control Panel oder
Benutzergerät 

b  Unterstützt von Base
Unit, ein zusätzlicher
Netzadapter ist nicht
erforderlich

b Unterstützt das Laden
von Laptops mit einem
zusätzlichen Netzadapter

Das  ClickShare  CAT  Extender  over  CAT  Kit  erleichtert  komplexe
Installationen  in  Meetingräumen,  indem  es  USB  2.0-  und
DisplayPort™-Konnektivität  bis  zu  40  m  vom  ClickShare  Control
Panel  oder  Teilnehmergerät  erweitert.  Es  unterstützt  eine
komplexe  Kabelführung  ohne  Signalverlust  und  wird  vom
ClickShare Hub mit Strom versorgt – ein zusätzlicher Netzadapter
ist  nicht  erforderlich.  Für  die  Teilnehmer  der  Besprechung
ermöglicht  es  die  gemeinsame  Nutzung  von  4K-Inhalten  über
eine  kabelgebundene  Verbindung  und  gewährleistet  dank  der
Ladefunktion für Laptops bei Anschluss an einen Netzadapter eine
unterbrechungsfreie Zusammenarbeit.

Voraussichtlich verfügbar ab September 2026.



Technische Daten CLICKSHARE USB-C EXTENSION OVER CAT KIT
Allgemeine Daten

Systemanforderungen When connected with laptop for wired content sharing: USB 2.0/3.0, USB-C DP alt mode and PD charging

Resolution When connected between ClickShare Hub & Control Panel: -Cat 5e/Cat 6/Cat 6a/Cat 7: up to 1080p, 60Hz Between
ClickShare Hub & Laptop for wired content sharing: -Cat 5e/Cat 6/Cat 6a/Cat 7: up to 4k, 30Hz

Anschlüsse TX box: USB-C Port-1: support DP signal(maximum 4k@30) and USB2.0 interface RJ45: for HDBaseT transmission, no
ethernet connectivity USB-C Port-2: for external USB-C power adapter RX box: USB-C: support DP signal(maximum
4k@30) and USB2.0 interface RJ45: for HDBaseT transmission, no ethernet connectivity

Temperaturbereich Operational: 0�~40� Storage: -40�~85�

Luftfeuchtigkeit Operational: 85% non-condensing Storage: 95% non-condensing

Garantie 1 year

Abmessungen (HxBxT) 122 *152 *34 (mm)

Leistungsaufnahme Between ClickShare Hub & Control Panel: TX box: 19.894W / RX box: 4.623W Between ClickShare Hub & Laptop for
wired content sharing: TX box: 4.621W / RX box: 5.615W

Gewicht TX box: 333g RX box: 315g

Box content TX box, RX Box, 1.2M USB-C to USB-C cable*2, screws

Maximum cable length Between ClickShare Hub & Control Panel: -Cat 5e/Cat 6: up to 60m -Cat 6a/Cat 7: up to 70m Between ClickShare Hub
& Laptop for wired content sharing: -Cat 5e/Cat 6: up to 35m -Cat 6a/Cat 7: up to 40m

Power Connected to ClickShare Hub & Control Panel: TX and RX power from ClickShare Hub Core/Pro Connected to
ClickShare Hub & laptop: TX power from laptop, RX power from ClickShare Hub Core/Pro Connected to ClickShare
Hub & laptop, with an external PSU: TX power from external USB-C power adapter (>100W), RX power from ClickShare
Hub Core/Pro

Compatibility For connection between Base Unit and Control Panel: ClickShare Hub Core/Pro For wired content sharing: ClickShare
Hub Core/Pro, ClickShare CX-50 Gen2

Mounting Mounting holes build-in the housing for desk, ceiling or wall.
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