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D E L L  A U D I O  D E V I C E S

DELL SPEAKERPHONE SP3022

S t e re o  O u t p u t
Delivers lows and 
highs with no 
distortion, whether 
conferencing or 
listening to music

*Based on Dell analysis comparing against competitive personal conferencing speakerphones, September 2021

**Dell Peripheral Manager is a device configuration software. It is only compatible with 64-bit Windows 10 and Windows 11 systems.

E l e g a n t  D e s i g n 
A e s t h e t i c
With a complementary style 
and finish, speaker sits 
easily on a monitor base, or 
beside a laptop or desktop

N o  E x t ra  C l u t t e r
Neat cable management 
mechanism keeps your 
workspace clean

E n h a n c e d 
C o n n e c t i v i t y
Connect the 
speakerphone to 
monitors, laptops, 
or desktops via the 
USB-A or USB-C port

D e l l  P e r i p h e ra l 
M a n a g e r **

Customize device 
settings like audio 
presets, notifications, 
and product updates

L E D  L i g h t s
Clearly indicate MS-Teams 
app status, call/hang-up, 
volume up, volume down, 
and mic mute/unmute

A I  N o i s e  C a n c e l l a t i o n
Reduces background noise 
while preserving the clarity 
of human voices

M S  Te a m s  B u t to n
Provides quick access to 
meetings and notifications

Experience crystal-clear conference-calls.
With the world’s most intelligent* MS-Teams certified speakerphone.

F u l l  D u p l e x  A u d i o
Allows multiple 
participants to speak 
simultaneously while still 
being heard, clearly
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D E L L  A U D I O  D E V I C E S

DELL SPEAKERPHONE - SP3022

MODEL NUMBER

CONNECTIVITY/CABLE LENGTH

PRODUCT WEIGHT

PRODUCT DIMENSIONS

MICROPHONE TYPE/PICK UP RANGE

CONFERENCE MODE FREQUENCY RANGE

MUSIC MODE FREQUENCY RANGE

MICROPHONE FREQUENCY RANGE

STEREO OUTPUT

OUTPUT POWER

SPL (MEASURE OF LOUDNESS)

DSP (DIGITAL SIGNAL PROCESSING)

CERTIFICATION

WARRANTY

SOFTWARE

Dell Speakerphone SP3022

 USB-A with integrated USB-C adapter | 850mm

0.721 lbs (327g)

Length: 8.89 in (226 mm) Width: 2.79 in (71 mm) Depth: 2.29 in (58.3 mm)

Single Mic/Omnidirectional

120Hz-7KHz

90Hz-20KHz 

120Hz-7KHz

Yes (Left and Right Speaker)

2 x 1.6W

90dB

AI Noise Cancellation, Full Duplex Audio, Echo Cancellation

MS Teams

3 years

Dell Peripheral Manager (64-Bit Windows 10 & Windows 11 systems only)

T E C H N I C A L  S P E C I F I C AT I O NF E AT U R E
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