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Changes and errors excepted.

hardware
brand: ........................................................................................bluechip
chassis: .................................................................................. mini tower
dimensions: .............................378 mm (h) × 198 mm (w) × 401 mm (d)
power supply: ..........................................................................400 watts
motherboard: .............................................................Asus Q470EI-IM-A
chipset: ............................................................................... Intel® Q470E
CPU socket: ............................................................................. LGA1200
processor: ...............................Intel® Core™ i5-10400 (6 cores, 2.90 GHz)
memory: ..........................................8 GB DDR4 (2 sockets, up to 64 GB)
storage: .....................................................................250 GB NVMe SSD
external connectivity (front): ..................2 × USB 3.2 Gen 1, 2 × USB 2.0,
......................................................................... headphone, microphone
external connectivity (rear): ....................................................... 2 × PS/2,
........................................... 3 × USB 3.2 Gen 2 (1 × type-A, 2 × type-C),
.............................................................1 × USB 3.2 Gen 1, 4 × USB 2.0,
...................2 × DisplayPort, 1 × DVI-D, 1 × COM, 2 × LAN, 2-in-1 audio
PCI slots: ............................................................. 1 × PCI Express 3.0 x16
graphic: ..................................................................... Intel® UHD graphic
optical drive: ......................................................................... DVD±R/RW
extras: .............................. designed for continuous operation (7×24h),
.......................................... extended temperature range (0 °C to 60 °C),
.................................................... extended lifetime, watchdog onboard,
.............................dust-protected (closed side panel with filter cartridge)

operating system
.............................. Windows 10 Pro (downgrade from Windows 11 Pro)

warranty
...................................................................24 months bring-in warranty

remarks 
.................. completely tested (test protocols attached) and ready for use
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Mehrwerte des Systems

		latest processor architecture with 
Intel® Q470E chipset and Intel® 

processors
		watchdog onboard
		extended lifetime
		extended temperature range           

(0 °C to 60 °C)
		designed for continuous operation 

(7×24h)
		dust-protected (closed side panel 

with filter cartridge)


