
LED Luminaire MAULspace, dimmable
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• Dimmable model with an attractive price
• Special design element: the arms have a slightly convexed shape
• Extreme low power consumption: 80% lower than a conventional light bulb
• Sturdy: the arm in filigree look is made of anodized aluminium
• Technical safety concept Made by MAUL

• 7-step dimmer with touchpad control on the base
• 12 high power LEDs (SMD LEDs), 4100 kelvin, neutral-white
• This luminaire contains built-in LED lamps. The lamps cannot be changed in the luminaire
• Life of the LEDs 20.000 hours
• Energy efficiency class “A”
• Low power consumption of approx. 8 Watt
• Weighted energy consumption 8 kWh/1000h
• 2080 Lux illuminance at 35 cm distance, luminous flux 440 Lumen
• Length upper arm 40 cm and lower arm approx. 40,5 cm
• Height in normal working position 46 cm
• Luminaire head, 12,7 x 11 cm, 180° rotating and 140° tilting
• Stable base, Ø 21 x 16,5 cm, with weight inlay and desk protection pad
• Guarantee: 2 year



Weight/kgPack size/cm/PUPUProtection classCable
length

Tariff
number

EAN CodeColourArt.
No.

2,27547,0 x 19,0 x 23,01 pc.II wall power supply
with Europlug

1,8 m940520994002390062688(95) silver820 21


